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APPLIES TO: Bendix/King EMV UHF Mobile Radio 
RADIO MODIFICATIONS: 


Provide an external COR signal by installing a wire from pin 5 of IC4 to pin 6 of the DB-9 option 
connector. 


RADIO PROGRAMMING: 


1. Mobile radios should normally be programmed for low transmit power. 
a; One of the front panel function buttons must be programmed for "SPK". 


RADIO CONTROLS: 


l. Adjust the Volume Control until the yellow “SIGNAL” indicator on the associated DSP Module 
flashes with receive audio. Should be about in the mid-range (12 o'clock) position. 
2. Press the "SPK" button until the triangular indicator directly above the button is displayed. 


CABLING: 


Standard ACU-1000 and ACU-T Interface cables are made up of a 2 foot TRP Radio Tray Interface cable and 
the appropriate 13-foot Extension cable. 


ACU-1000 Interface Cable JPS P/N 5961-291121 (5961-271121 + 5961-261002-00) 
ACU-T Interface Cable JPS P/N 5961-281121 (5961-271121 + 5961-281013-00) 
TRP-1000 Shelf Interface Cable JPS P/N 5961-271121 

Radio RF Connector Type Mini UHF 


DSP PROGRAMMING: 


RX Level OdBm* 
TX Level OdBm* 
Squelch Type 

COR Polarity Active High 

High Frequency Equalizer 4* Flat* 
RX Audio Delay 2* 100 ms* 
TX Audio Delay (Radio Type) 0* No Delay* 
Noise Reduction Value 0* Off* 
VOX/VMR Threshold 1* Med1* 
VOX/VMR Hang Time 3* 775 ms* 
COR Inhibit After PTT 1* 100 ms* 
All Others As needed 


(* Indicates Default Value) 


In lieu of the external COR modification, Squelch Type may be set to "VOX". 
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1) USE BELDEN 9934 SHIELDED CABLE. 
2) CONNECT SHIELD DRAIN TO SHELL OF P1 ONLY. 
3) CONNECTORS P1 AND P2 MUST BE MOLDED TO THE CABLE. 


4) CABLE MUST BE LABELED WITH THE RAYTHEON/JPS P/N AND 
REV, VENDOR CODE AND DATE (MM/YY). 
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